
Pressure/Vacuum Vent for
Container/Tote

The newly designed RVC1.25 vent is a pressure/vacuum
vent constructed of 316SS and FKM or Kalrez/Tef-sil
seals. The vent mounts exterior of the tank and has
male 1.25″ NPT mounting threads.  The vent
incorporates a weather hood to protect it from
incursion of rain and snow. It is available in several
different set pressures, and can be used on many
different types of containers. Threaded body
construction makes disassembly and cleaning easy, and
the vent is clearly marked with part number and flow
rates for ease of identification and acquisition of
replacement parts.

This vent does not have overturn pressure
compensation.
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Assembly

No.*

Body

Mat'l

Set

Pressure**

Set

Pressure**

Vacuum

Flow Capacity Out-

breathing

Flow Capacity In-

breathing

Threading Weight

RVC1.25N*-

1

316

SS

1.0 psi [6.9

kPa]

.18 psi [1.2

kPa]

12,440 CFH @ 3.0 psi

[348 CMH @ 20.7 kPa]

1,763 CFH @ 1 psi

[49 CMH @ 6.9 kPa]

1.25" NPT 1.3 lbs.

[.59

Kg]

RVC1.25N*-

1.5

316

SS

1.5 psi

[10.3 kPa]

.18 psi [1.2

kPa]

14,900 CFH @ 4.5 psi

[417 CMH @ 31.0 kPa]

1,763 CFH @ 1 psi

[49 CMH @ 6.9 kPa]

1.25" NPT 1.3 lbs.

[.59

Kg]

RVC1.25N*-

3

316

SS

3.0 psi

[20.7 kPa]

.18 psi [1.2

kPa]

15,190 CFH @ 5 psi

[425 CMH @ 34.5 kPa]

1,763 CFH @ 1 psi

[49 CMH @ 6.9 kPa]

1.25" NPT 1.3 lbs.

[.59

Kg]

RVC1.25N*-

5

316

SS

5.0 psi

[34.5 kPa]

.18 psi [1.2

kPa]

18,300 CFH @ 7.5 psi

[512 CMH @ 51.7 kPa]

1,763 CFH @ 1 psi

[49 CMH @ 6.9 kPa]

1.25" NPT 1.3 lbs.

[.59

Kg]

* Use table below to designate seal material.

** Proper maintenance is required to ensure effective performance of vent. Dust, dirt, or residue will

reduce the ability of the vent to hold required set-pressure.

Letter Mat'l Temp. Range

V Viton® -20°F to +400°F [-4°C to +204°C]

KA/TS Kalrez/Tef-Sil) -20°F to +400°F [-4°C to +204°C]
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Betts prides itself in being able to provide products that meet a customer’s specific needs. As a result

we do offer modifications to our product standards. While not every request is always feasible, we do

our best to meet your specific needs. In many cases this modification is noted by adding a suffix to the

end of the standard part number. The following is a non-inclusive list of common options that are

available for this product line . If the options listed below do not meet your requirements please contact

one of Betts’ Customer Service Representatives for further assistance. Please note that some product

modifications may result in extended lead times.

WARNING: This product can expose you to chemicals including Chromium (hexavalent

compounds) which is known to the State of California to cause cancer, birth defects or other

reproductive harm. For more information go to: www.P65Warnings.ca.gov. For additional information

on Betts products and Proposition 65 list please see: http://www.bettsind.com/prop-65/

http://www.p65warnings.ca.gov
file:///prop-65/
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